
f Two-way audio and video
f Ultra low-delay
f Use with Quicklink or own hardware
f Cloud advanced firewall punch-through   
        with automatic fall back to Quicklink Relay 
        Services 
f Stream encryption using DTLS-SRTP
f VP9 video codec
f Full duplex audio
f Up to 10Mbps video
f 2 Channel stereo audio
f HD video browser-based client
f Hardware accelerated video encoding

The Quicklink Remote Communicator 
allows you to stream video and audio to a 
web browser and return audio and video 
or audio only in real time, full duplex with 
ultra-low delay. The return feed can be 
received at the studio using a Quicklink 
Server or your own hardware for 
output via SDI or NDI. The cloud advanced 
firewall punch through with automatic fall 
back to Quicklink Relay Services will 
guarantee connectivity on the most 
challenging and secured networks.

Remote Communicator
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f 8 kHz (narrowband) to 48 kHz (fullband)   
        audio sampling rate
f Excellent performance on heavy loss 
         networks using adaptive NACK/FEC + TL
f API controlled or via desktop application
f Supports Balanced XLR analogue, AES digital  
         or AES67*
f Supports HD-SDI input/output*
f MPEG-TS, NDI inputs/outputs*
f Configurable audio quality from Voice to full  
         Concert hall - 6 kb/s to 510 kb/s 
         mono/stereo
f Two-factor authentication
f Native 4K

Product Highlights

*Additional Hardware Required

  Main uses of the Remote Communicator:

f Ad hoc ultra-low delay video/audio contributions from any device using a web browser
f Easily share high quality return video to a remote user
f Integrate ultra-low delay audio commentary into your 
 workflow
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Quicklink Hardware Specifications

Own Hardware Specifications

Single Channel Quad Channel
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Available as a turnkey solution, scalable from a single 
channel to multiple channel high availability

* Additional Hardware Required     ** Additional Software Required
Subject to change without notice

Remote Communicator Server - 
1 Channel

Remote Communicator Server - 
4 Channel

10-bit SD/HD-SDI Video Input/Output 1 4

XLR, Analogue audio Input/Output ü 1-4*

AES/EBU Audio Input/Output ü 1-4*

Talkback - Balanced XLR input ü ü

NDI™ Video over IP 
Dante/ Livewire+ AES67 Audio over IP Support ü** ü**

Genlock/Sync Reference input ü ü

High Availability - Redundant hardware, server monitoring and 
alert system ü*

Hardware
Intel i7 4th generation Quadcore 
desktop processor 4700 or higher

Intel H81 Express Chipset or higher

8Gb Memory

Blackmagic Decklink Studio 4K PCIe 
card (Not required if MPEG-TS or 
NDI used)

Software Windows 8.1 (32/64bit), Windows 
10 (32/64bit)

Blackmagic Decklink driver 10.8.2 
and/or Dante/Livewire+™ Audio

Hardware
Intel i7 6th generation Quadcore 
desktop processor 6700K or higher

Intel Q170 Express Chipset or 
higher

2 x 8Gb Memory

Blackmagic Decklink Quad 2 card 
(Not required if MPEG-TS or NDI 
used)

Software Windows 8.1 (32/64bit), Windows 
10 (32/64bit)

Blackmagic Decklink driver 10.8.2 
and/or Dante/Livewire+™ Audio


