


Model CS-30 CS-60 CS-90
Operating Bandwidth

+/-3dB
100Hz-20kHz 100Hz-20kHz 100Hz-20kHz

On Board Amplification 27x 30W, 3x 200W 54x 30W, 6x 200W 81x 30W, 9x 200W

HF Drivers 27x 1” Soft Dome 54x 1” Soft Dome 81x 1” Soft Dome

LF Drivers 3x 5” 6x 5” 9x 5”

On Board DSP 30 Channels 60 Channels 90 Channels

User DSP • HPF (up to 48dB/Oct)
• LPF (up to 48dB/Oct)
• 8 band EQ (High shelf, low shelf, parametric, notch)
• Compression
• Limiting
• FIR (1791 taps)
• Delay (up to 100m)

Number of audio beams 4 beams of sound with individual configuration control

Audio Inputs/Outputs 1x 3XLR AES (stereo)
1x 3XLR Line in
1x 3XLR Line Out

Mains Power 230-255VAC on Powercon

Mains Draw (Music clip) 200W 0.84A 350W, 1.46A 600W, 2.5A

Monitoring and Control RJ45 Ethernet 10/100MB

Vertical Control 
(1 element array)

1kHz and above 500Hz and above 350Hz and above

Horizontal Control
(1 element array)

3kHz and above 3kHz and above 3kHz and above

SPL at 10m (1 element)
Configuration Dependent

95dB 101dB 104dB

Construction ½” Expanded PVC

Weight 12kg 24kg 36kg

Dimensions (WxHxD mm) 142 x 430 x 330 142 x 860 x 330 142 x 1290 x 330

Options • Weatherized - SS/AL hardware, waterproof grill lining, 
  with IP65 network and power connectors
• Dante Enabled networked audio inputs
• 60849 compliant version with transducer monitoring
• 24VDC alternative power source


